
ALARM (any device)

ModBus RTU
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ModBus RTU
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ModBus RTU
Address: 64

Connection diagram for CO and LPG detectors system.
Mixed system of 64 connected detectors maximum.
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CO or LPG detector 
with ModBus RTU address = N 

CO or LPG detector 
with ModBus RTU address = N-1 

CO or LPG detector 
with ModBus RTU address = N+1 
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Cabel UTP [4x2x0,5]

Diagram to connect UTP cables for CO and LPG detectors
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Socket WAGO
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Cabel UTP [4x2x0,5]

Diagram of wiring connection in a housing with a power supply unit.
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Power supply unit 230 VAC /24 VDC
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Cabel UTP [4x2x0,5]

Wiring diagram
 in a housing 

with power supply unit
 and transmission amplifier.
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2 speed fan
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Socket RJ45
MJ1-(RS 485)

Lamp

Siren

ALARM (any device)

Plug RJ45

Blue (not connected)

Green (not connected)

Orange (not connected)

Brown (Pin 1: A+ or DATA+)

White/Brown (Pin 2: B- or DATA-)

White/Orange (not connected)

White/Green (not connected)

White/Blue (not connected)

Cabel UTP [4x2x0,5] - diagram for connecting transmission over Rs485

Control unit cabling diagram,
 transmission 

and external devices.

Relay 1 Relay 2 Relay 3 Relay 4 Relay 5

1st degree alarm 

(small leak)
On Off Off On Off

2nd degree alarm 

(larger leak)
On On Off On Off

Alarm (max threshold 

exceeded)
On On Off On On

Detector failure Off Off On Off Off

Control table
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