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K.A.T. BIO-M40 
 

Portable Gas Analyzer 
(CH4, CO2, O2, H2S) 

 

 

 

Application: 

The Portable Biogas Analyzer is designed to measure the 
concentration of gases in biogas plants, sewage treatment 
plants, and during biomass gasification process.  
Additionally it can be used in the petrochemical and chemical 
industries, for monitoring of gas emission and gas purity. 
K.A.T. BIO-M40 is also applicable in laboratories for the synthesis of 
gas mixtures and for measuring of gas concentration. 
For request it is possible to analyze additional gases. 
 

Gas flow: CH4 (0 - 2%: 5%: 100% vol) dual NDIR measurement 
Temperature range                      from -200C to +550C 
ATEX II 2G Ex d IIC Gb                from -200C to +550C 
IECEx Ex d IIC Gb                        from -200C to +550C 
CSA-107498 
UL-E186043 
Reference measurement, possibility of automatic calibration. 
 
CO2 (0 - 2%: 5%: 100% vol) NDIR measurement 
Temperature range                       from -200C to +550C 
ATEX II 2G Ex d IIC Gb               from -200C to +550C 
IECEx Ex d IIC Gb                       from -200C to +550C 
CSA-107498 
UL-E186043 
Reference measurement, possibility of automatic calibration. 
 
H2S (electrochemical) 
Measurement range                    0 -100: 200: 1000: 2000 ppm 
Temperature range                    from -200C to +500C 
Sira 01ATEX1073U 
 
O2 (electrochemical) 
Measurement range           0-25% vol 

Temperature range                     od -20 do +550C 
Sira 01ATEX1073U 
 
Measurement of humidity (0-100%RH) and temperature (-400C to 
+800C)  

Gas flow: From  500ml/min to 1000ml/min 
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Operating temperature: 
-100C do +400C  
 

Preparation of  
gas sample: 

➢ Hydrophobic gas filter 
➢ Easy service  

 

Input / Output: 

➢ 1 biogas measuring track  
➢ 1x RS 485 (Modbus-RTU) 
➢ 1 x RJ45 Ethernet (Modbus TCP) 
➢ 1 x external microSD slot 
➢ Battery power Li-Ion (charging with an external power supply with 

USB-C connector) 
➢ Operation time >10h 
➢ Charging  max: 6h 
➢ Connection diameter 6/4mm process gas inlet 
➢ Connection diameter 6/4mm process gas outlet 

 

Measuring and analysis 
system with LCD touch 
panel: 

PLC module with 4.3” touch panel with RS232/485, Ethernet.   
 
Software allows for: 
 
➢ Automatic calibration and zeroing the analyzer 
➢ Control the operation of the analyzer’s components 
➢ Atmospheric pressure compensation 
➢ Temperature compensation 
➢ Emergency warning 
➢ Data and parameters entering by the User 
➢ Login and access levels 
➢ Remote control and control via SCADA system (RS485 / Ethernet 

interface) 
➢ Automatic data archiving in microSD memory (limited by memory 

size), the ability to remove the memory and connect it to a PC (data 
file format *.(csv) 

➢ Remote loading of data files via FTP 
➢ Sending e-mails (if internet is connected) 
➢ Setting of alarm thresholds for 4 gases 
➢ Possibility to create 5 independent dedicated gas consumption 

points 
➢ Manual / automatic taking gas samples  
➢ Possibility to add additional procedures at the User's request 

(option) 
 

Cabinet: 

Plastic cabinet is of high UV and atmospheric conditions resistance, it 
has high impact resistance and chemical resistance. 
ASA + PC-FR (UL 94 V-0). In addition, an aluminum case is included to 
store the portable gas analyzer. 
 
Color: Lava 
IP54 
EN 60529 
 

Dimensions: 

Height: 303 mm 
Depth:  117 mm 
Width:   348 mm 
 

Power supply: 
230 V AC/50Hz 
Cable with USB-C output plug to charge batteries, current 2A/10W. 
 

 


